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Figure 10-15 Proportional Weir Dimensions
10.8.4 Discharge Pipes

Discharge pipes are often used as outlet structures for detention facilities. The design of these
pipes can be for either single or multistage discharges. A single stage discharge system would
consist of asingle culvert entrance system and would not be designed to carry emergency flows. A
multistage inlet would involve the placement of a control structure at the inlet end of the pipe. The
inlet structure would be designed in such a way that the design discharge would pass through a
weir or orifice in the lower levels of the structure and the emergency flows would pass over the top
of the structure. The pipe would need to be designed to carry the full range of flows from a
drainage area including the emergency flows.

For single stage systems, the facility would be designed as if it were a smple culvert.
Appropriate design procedures are outlined in Chapter 8, Culverts. For multistage control
structures, the inlet control structure would be designed considering both the design flow and the
emergency flows. A stage-discharge curve would be developed for the full range of flows that the
structure would experience. The design flows will typicaly be orifice flow through whatever
shape the designer has chosen while the higher flows will typically be weir flow over the top of the
control structure. Orifices can be designed using the equations in section 10.8.2 and weirs can be
designed using the equations in section 10.8.3. The pipe must be designed to carry al flows
consdered in the design of the control structure.

In designing a multistage structure, the designer would first develop peak discharges that must
be passed through the facility. The second step would be to select a pipe that will pass the peak
flow within the allowable headwater and develop a performance curve for the pipe. Thirdly, the
designer would develop a stage-discharge curve for the inlet control structure, recognizing that the
headwater for the discharge pipe will be the tailwater that needs to be considered in designing the
inlet structure. And lastly, the designer would use the stage-discharge curve in the basin routing
procedure.
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10.8-12 Storage Facilities

Example 10-7

Given: A corrugated sted discharge pipe as shown in Figure 10-13 with the following
characterigtics:

maximum head on pipe 0.75 m (2.3 ft) (conservative value of 0.05 m less than

the riser height

inlet invert = 10.0m(32.81t)
length (L) = 50m (164 ft)
dope = 0.04 m/m (ft/ft)
roughness = 0.024

sguare edge entrance (Ke= 0.5)

discharge pipe outfall is free (not submerged)
Runoff characteristics as given

Find: The size pipe needed to carry the maximum allowable flow rate from the detention
basin.

Solution:  The maximum predeveloped discharge from the watershed is 0.55 m*/s (19.4 ft%/s).
Snce the discharge pipe can function under inlet or outlet control, the pipe size will be
evaluated for both conditions. The larger pipe size will be selected for the final
design.

Using chart 2 from HDS5 yields the relationship between head on the pipe and the
resulting discharge for inlet control. From the chart, the pipe diameter necessary to
carry the flow is 750 mm (30 in).

Using chart 6 from HDS5 yields the relationship between head on the pipe and
discharge for barrel control. From the chart, the pipe diameter necessary to carry the
flow is 675 mm (30in).

10.8.5 Emergency Spillway

The purpose of an emergency spillway is to provide a controlled overflow relief for storm flows
in excess of the design discharge for the storage facility. An inlet control structure is commonly
used to release emergency flows. Another suitable emergency spillway for detention storage
facilities for highway applications is a broad-crested overflow weir cut through the original ground
next to the embankment. The transverse cross-section of the weir cut is typically trapezoidal in
shape for ease of construction. Such an excavated emergency spillway is illustrated in Figure 10-
16. Theinvert of the spillway at the outfall should be at an elevation 0.3 m (1 ft) to 0.6 m (2 ft)
above the maximum design storage elevation. It is preferable to have a freeboard of 0.6 m (2 ft)
minimum. However, for very small impoundments (less than 0.4 to 0.8 hectare surface area) an
absolute minimum of 0.3 meter of freeboard may be acceptable.

Equation 10.26 presents a relationship for computing the flow through a broad-crested
emergency spillway. The dimensional termsin the equation areillustrated in Figure 10-16.

Q=CepbHE® (10.26)
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Storage Facilities 10.8-13

where. Q = emergency spillway discharge, m*/s (ft¥/s)
Cs = discharge coefficient
b = width of the emergency spillway, m (ft)
Hp, = effective head on the emergency spillway, m (ft)

The discharge coefficient, Csp, in equation 10.26 varies as a function of spillway bottom width
and effective head. Figure 10-17 illustrates this relationship. Table 10-3 provides a tabulation of
emergency spillway design parameters.

The critical dopes of Table 10-3 are based upon an assumed n = 0.040 for turf cover of the
spillway. For a paved spillway, the n should be assumed as 0.015. Equations 10.27 and 10.28 can
be used to compute the critical velocity and dope for spillway materias having other roughness
values.

.0.33
Ve=K o 220 (10.27)
ebg
where: V. = critica velocity at emergency spillway control section, m/s (ft/s)
Q = emergency spillway discharge, m/s (ft*/s)
b = width of the emergency spillway, m (ft)
Ke = 2.14(3.18in English units)
S=Ksp n’° @9033 (10.28)
*T"E€qQ 5
where: S = critical slope, m/m (ft/ft)
n = Manning's coefficient
V. = critica velocity at emergency spillway control section, m/s (ft/s)
Q = emergency spillway discharge, m/s (ft*/s)
b = width of the emergency spillway, m (ft)
Ksr = 9.84(14.6 in English units)
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Storage Facilities 10.8-15

Table 10-3 Emergency spillway design parameters (metric units)

Hp Spillway Bottom Width, b, meters
(m)
20 25 30 35 40 45 50 55 60 65 70 75 80 85 90

Q|0.19 0.26 0.35 040 044 050 0.58 0.65 0.69 0.73
020 V(098 102 106 1.05 103 104 105 106 1.05 1.04 - - - - -
S|34% 3.3% 3.2% 3.2% 3.3% 3.3% 3.2% 3.2% 3.2% 3.2%

Q|0.34 043 052 0.60 0.67 075 0.85 094 1.02 1.09
025 V(119 120 120 119 119 119 119 120 119 119
S[3.0% 3.0% 3.0% 3.0% 3.0% 3.0% 3.0% 3.0% 3.0% 3.0% - - - - -

Q|053 0.63 0.72 0.83 095 106 1.18 1.29 141 152 164 1.75 187 19 2.07
030 V(138 136 134 133 133 133 133 133 133 133 133 132 132 132 132
S|2.7% 2.7% 2.8% 2.8% 2.8% 2.8% 2.8% 2.8% 2.8% 2.8% 2.8% 2.8% 2.8% 2.8% 2.8%

Q|068 0.82 095 110 124 137 151 166 1.81 194 208 221 234 249 262
035 V(|150 148 146 146 145 145 144 144 144 144 143 143 143 143 142
S|2.5% 2.6% 2.6% 2.6% 2.6% 2.6% 2.6% 2.6% 2.6% 2.6% 2.6% 2.6% 2.6% 2.6% 2.6%

Q|086 1.04 120 138 155 1.72 1.89 2.07 225 242 258 274 290 3.09 3.27
040 V(|162 160 158 157 157 15 155 155 155 155 154 153 153 153 153
S|24% 2.4% 2.5% 2.5% 2.5% 2.5% 2.5% 2.5% 2.5% 2.5% 2.5% 2.5% 2.5% 2.5% 2.5%

Q105 127 148 169 190 211 232 253 274 295 315 3.35 356 3.78 4.00
045 V(|1.73 171 170 168 167 167 166 166 1.65 165 164 1.64 164 164 1.64
S|2.3% 2.3% 2.4% 2.4% 2.4% 2.4% 2.4% 2.4% 2.4% 2.4% 2.4% 2.4% 2.4% 2.4% 2.4%

Q127 155 181 205 230 254 279 3.05 330 354 379 405 431 455 4.79
050 V(|184 183 181 1.79 178 177 177 176 1.75 175 175 1.75 174 174 1.74
S|2.2% 2.2% 2.3% 2.3% 2.3% 2.3% 2.3% 2.3% 2.3% 2.3% 2.3% 2.3% 2.3% 2.3% 2.3%

Q|154 185 213 243 273 3.03 333 3.60 391 419 447 475 502 530 558
055 V(19 194 191 190 189 188 187 186 186 185 185 184 184 183 1.83
S|2.1% 2.2% 2.2% 2.2% 2.2% 2.2% 2.2% 2.2% 2.2% 2.2% 2.2% 2.2% 2.2% 2.2% 2.2%

Q|184 218 248 281 317 352 386 419 453 485 518 552 585 6.17 6.50
060 V(208 205 201 199 198 197 196 196 195 194 194 193 193 193 192
S|21% 2.1% 2.1% 2.1% 2.1% 2.1% 2.1% 2.1% 2.1% 2.2% 2.2% 2.2% 2.2% 2.2% 2.2%

NOTE: 1. For agiven Hp, decreasing exit slope from S; decreases spillway discharge, but increasing
exit dope from S; does not increase discharge.
2. If adope S steeper than S is used, velocity Ve in the exit channel will increase according
to the following relationship:
Ve=V, (86/80)03
3. One meter is 3.28 feet; one cubic meter is 35.28 cubic feet
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Figure 10-17 Dischar ge Coefficients for Emergency Spillways
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Storage Facilities 10.8-17

Example 10-8
Given: An emergency spillway with the following characteristics:
invert elev. = 11.6 m(38.0ft)
width (b) = 5m(16.4ft)
discharge coeff. (Csp) = 1.5(2.7) (assumed constant)
Find: The stage - discharge rating for the spillway up to an elevation of 12.0 m (39.4 ft).

Solution:  Using equation 10.26 with the given parameters yields:

Q = CebHp*®
Q= (LHEHP™ = 75(Hy)™

STAGE EFFECTIVE HEAD SPILLWAY
ON SPILLWAY DISCHARGE

(m) (f) (m) (f) (m'/9) (ft’ss)
116 38.0 0.00 0.00 0.00 0.0
117 384 0.10 0.33 0.24 8.5
11.8 387 0.20 0.66 0.67 23.6
11.9 39.0 0.30 0.98 1.23 43.4
12.0 39.4 0.40 131 1.90 67.0

10.8.6 Composite Stage Discharge Curves

As indicated by the discussions in the preceding sections, development of a stage - discharge
curve for a particular outlet control structure will depend on the interaction of the individual ratings
for each component of the control structure. Figure 10-18 illustrates the construction of a stage -
discharge curve for an outlet control device consisting of a low flow orifice and a riser pipe
connected to an outflow pipe. The structure also includes an emergency spillway. These
individual components are as described in examples 10-5, 10-6, and 10-8.

The impact of each element in the control structure can be seen in Figure 10-18. Initialy, the
low flow orifice controls the discharge. At an elevation of 10.8 m (35.4 ft) the water surface in the
storage facility reaches the top of the riser pipe and begins to flow into the riser. The flow at this
point is a combination of the flows through the orifice and the riser. Asindicated in example 10-6,
orifice flow through the riser controls the riser discharge above a stage of 11.0 m (36.1 ft). At an
elevation of 11.6 meters (38.0 ft), flow begins to pass over the emergency spillway. Beyond this
point, the total discharge from the facility is a summation of the flows through the low flow orifice,
the riser pipe, and the emergency spillway. The data used to construct the curves in Figure 10-18
aretabulated in Table 10-4. Additionally, the designer needs to ensure that the outlet pipe from the
detention basin is large enough to carry the total flows from the low orifice and the riser section.
This ensures that the outlet pipe is not controlling the flow from the basin.
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Figure 10-18 Typical Combined Stage-Discharge Relationship
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Storage Facilities 10.8-19
Table 10-4 Stage - dischar ge tabulation.
STAGE LOW FLOW | RISER ORIFICE | EMERGENCY TOTAL
ORIFICE FLOW SPILLWAY DISCHARGE
(m) (ft) (m®/s) (m®/s) (m3/s) (m3/s) (ft3/s)
10.0 32.8 0.000 0.00 0.00 0.00 0.0
10.2 335 0.011 0.00 0.00 0.01 0.4
10.4 34.1 0.024 0.00 0.00 0.02 0.8
10.6 34.8 0.032 0.00 0.00 0.03 11
10.8 35.4 0.038 0.00 0.00 0.04 1.3
11.0 36.1 0.043 0.26 0.00 0.31 10.7
11.2 36.7 0.048 0.37 0.00 0.42 14.8
114 37.4 0.053 0.45 0.00 0.50 17.7
11.6 38.1 0.057 0.53 0.00 0.59 20.7
11.8 38.7 0.061 0.59 1.12 1.77 62.5
12 39.4 0.064 0.64 1.58 2.28 80.6
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